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Remove blue 
protective cover 
from Adhesive Pad 
to expose adhesive
surface

Tilt NIGHT    CHECK  
taking care to 
prevent Adhesive 
Pad from contacting 
flowmeter housing 
and insert top of 
housing into Light 
Recess Cavity

  While ensuring 
alignment as detailed 
in illustration B, 
apply a downward 
motion as shown until 
Adhesive Pad secures 
NIGHT    CHECK  
to housing

NIGHT    CHECK  Instructions (P/N PM1050)

Note: Before removing blue protective cover from Adhesive Pad, practice attaching the 
NIGHT    CHECK  to flowmeter as detailed in Steps 1 and 2.

Product Components

Attachment to Flowmeter - Step 1 Attachment to Flowmeter - Step 2

Product Orientation Requirement
Ensure that the NIGHT    CHECK  is  
oriented as shown.

Front View

Top View

Side View
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CLEANING INSTRUCTIONS
 Clean the device externally with a mild detergent or disinfectant cleaner.

WARRANTY
Precision Medical warrants that the NIGHT    CHECK  is free of defects in workmanship and/or 
materials for a period of one (1) year.

Note: NIGHT    CHECK  is designed to fit on Precision Medical Chrome Body Flowmeters only.

CAUTION • DO NOT AUTOCLAVE
 • DO NOT GAS STERILIZE WITH ETO (ETHYLENE OXIDE).
 • DO NOT CLEAN WITH AROMATIC HYDROCARBONS OR ALCOHOL  
  BASED PRODUCTS.
 • DO NOT IMMERSE FLOWMETER IN ANY KIND OF LIQUID.
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